
 

 

 

 

Part Number: 14133VL above is with Velcro on the 
left side  

 

 

Part Number 14133VR above is with Velcro on the 
right side  

 

 

Part Number:  

 14133VL EIP-PVC Banner with pockets, eyelets & 4 x     
1.5mt rope. Left side Velcro 

14133RL EIP PVC Banner with pockets, eyelets & 4 x 
1.5mt x 12mm rope. Right side Velcro 

 

  

EIP-PVC Banner with 
pockets, eyelets &        
4 x 1.5mt rope                  
EIP PVC Banner, (Velcro To the left side part 
number:14133VL and  Velcro to the right side part 
number: 14133VR ) with Eyelets & Rope 
Silverback offer two types of EIP- PVC Banner left and 
right side, both of these are made up of UV resistant PVC. 
It can be folded up, or hung using rope that is secured by 
rope or wire through the eyelets on the EIP.  Company 
information and/or specific Dangerous Goods label can be 
inserted into the EIP after undoing the Velcro facing out 
the left hand side or the right hand side of the EIP. 

Size of the EIP banner is 800mm x 600mm.  

An emergency information panel (EIP) is a placard that 
includes warning and emergency information on 
dangerous goods. (see ADG7, Vol 2 Part 5.3.2 p 431) 
They are generally seen when dangerous goods are being 
transported on a tank vehicle e.g. LPG and petrol tankers. 

Placarding with an EIP is required when a load of 
dangerous goods is designated a “placard load”. A load of 
dangerous goods is considered a placard load if it 
comprises: 

• Dangerous goods in a receptacle with a capacity of more 
than 500 litres; or                                                                                                    
• More than 500 kilograms of dangerous goods in a 
receptacle: or                                                                           
• The load comprises an aggregate quantity of dangerous 
goods of 250 kilos and/or litres or more and those goods 
include-                                                                                                     
• Dangerous goods of Division 2.1 that are not aerosols: or 
Dangerous goods of Division 2.3: or Dangerous goods of 
Packing Group 1: or The load comprises an aggregate 
quantity of dangerous goods of 1000 kilos and/or litres or 
more.                                                                                      
Placards must be affixed to the exterior of transport units 
that contain a placard load and to EIP’s to provide a 
warning of the contents. 

Silverback has a large range of load restraint, towing and 
car carrying, wide load items instore, and are recognised 
leaders in this industry. For the latest load restraint and 
safety catalogue visit us at www.silverback.com.au.   

  

http://www.silverback.com.au/

