P/N: 21035 S

Siat OneWrap M Semi
Automatic Pallet Wrapper

SILVERBACK

SUPERIOR PROTECTION & SAFETY

Perfect for businesses needing a reliable,
entry-level pallet wrapping solution,

the OneWrap M delivers consistent
performance with the potential for
scalability. Enhance your operation's

efficiency with a wrapper designed for

straightforward, effective use.

Flexible & Upgradeable Wrapping Solution

Available to Buy, Rent or Hire

Melbourne, Brisbane, Sydney, Adelaide
Hire this unit for only $19.90 per day

Perth, Darwin, Townsville
Hire this unit for only $20.90 per day

KEY BENEFITS:

e Mechanical Brake System: Achieves
optimum film tension, ensuring secure
wraps every time without a pre-stretch
system.

e M Carriage: higher grip and better
performing tension roller.

e Modular Design: Allows for future
upgrades to LP carriage, providing
flexibility as your business grows.

® Robust Construction: Supports up to 2.4
tons on its 1650mm diameter turntable,
accommodating large pallets easily.

® User-Friendly Interface: This product
features a large two-digit display for
easP/ programming of up to 10 wrapping
cycles and quick error assessment.

e Efficient Installation and Mobility: The
hinged reclining column and turntable
locking feature enhance setup ease and
safety during load adjustments.

SPECIFICATIONS:
Model: M

e Carriage Type: Mechanical Brake incl.
quick release

e Platform diameter:1650mm
* Max. pallet height:2200mm

e Max. pallet size:800mm x 1.200mm

® Max. working load:2.400kg std. (flat
turntable)

* Power supply:240V single-phase

e Platform rotation speed:6 — 12 rpm
(adjustable) / 5 — 10 rpm (adjustable) for
HS platform

e Max. noise level:72,0 dB(A)
e QOperating temperature: 5 — 40°C

e Film roll details (max.): width 500 mm
/ ext. ® 300 mm/core ® 76mm (fix) /
weight 20 kg/thickness up to 35 microns

e 24-month warranty

FEATURES:

e Manual + 4 Automatic modes
® 9+ 1 individual programs

® Smooth Start / Stop

* Independent setting of rotation &
carriage speeds

e |ockable Control Panel
® Top-Sheet function

* No. of Top- & Bottom windings
(independent settable)

e Automatic height detection

Top edge overlap (settable from the
control panel)

Adjustable bottom overlap

Pausable wrapping cycle

THE CONTROL PANEL IS DIVIDED INTO
FOUR MAIN AREAS:

Section for the mode of operation
selection

Parameter setting for cycle characteristics
Display area with selection arrows

Section for start/stop/homing and power
switch, ready and emergency stop

OPTIONS & ACCESSORIES:

Photocell for dark or reflective surfaces
Standard ramp; L=1.490mm

Elongated ramp; L=1.870mm (for
loading with pallet truck)

Pit-frame for installation at ground level
Film cutting punch (only on LP carriage)
Carriage for net-film

Weighing system with control keyboard
Low temperature version (-20° C)

Stainless steel version

For enquiries call 1300 858 858 or email online@silverback.com.au
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