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P/N: 25064-INS FLOOR BUNDING INSTALLATION INSTRUCTIONS

PREPARATION
The ground surface where the floor bund will be installed 
must be clean and free of dust, debris, oil, grease and 
any other contaminate that may affect the adhesion. If 
the ground surface is very dusty or in poor condition, it 
would be best to paint or seal it first in order to obtain a 
perfect seal between the surface and floor bunding.

INSTALLING FLEXIBLE FLOOR BUNDING
1.	 Mark out the area to be installed with a chalk line.

2.	 Place the Flexible Floor Bunding (FFB) sections in 
the required configurations and cut to the correct 
dimensions. Where a join is required, cut away 
enough foam to allow PVC to overlap.

3.	 When installing with an aluminium flat bar, use 
a marker to indicate the FFB concrete masonry 
fastener drilling points. Leave 25mm gap from the 
starting edge before making your first mark. Each 
subsequent drill point should be marked 315mm 
apart along the length of the FFB. Ensure the 
aluminium flat bar is marked to match these drilling 
points.

4.	 Lay the FFB in place where it will be installed.

5.	 Using a utility knife, cut a 5mm opening at the tip of 
the provided sealant nozzle.

6.	 Use the sealant on the provided kit and apply it to 
the underside of the FFB, then position it along the 
chalk line. Apply pressure on the FFB to achieve 
adhesion to the ground surface.

7.	 Using the markers as a guide, drill through the flat 
weld seam edges of the FFB and into the concrete.

8.	 Insert the fasteners into the pre-drilled holes of the 
aluminium flat bar.

9.	 Align the aluminium flat bar and fasteners with the 
drilled points on the flat weld seam edges of the 
FFB.

10.	To secure the fasteners, hammer them into the 
concrete.

11.	When using the corner pieces, overlap the straight 
sections of the FFB with the provided adhesive 
sealant.

12.	Once the sealant is applied, secure the sections by 
adding screws at the designated points.

Allow the sealant to cure for 36 hrs before walking on or 
driving over the floor bunding.

BILL OF MATERIALS
Each 10m of Flexible Floor Bund sections will require the 
following for installation

1.	 Adhesive Sealant x 2 tube

2.	 Aluminium Flat Bar x 20 (1mL x 32mmW)

3.	 Fasteners x 100 (5mm x 40mm nylon anchor 
mushroom head screw)

FLEXIBLE FLOOR BUNDING
Product Description:
Square Floor Bunding is designed for containment of 
accidental spills where non-aggressive liquids are being 
stored. It’s constructed with a Han welded Heavy Duty 
PVC cover, sealing, an internal 100% memory foam insert 
inside. This provides easy access for trucks and forklifts 
whilst retaining its shape. By combining corner pieces 
with standard 5m or ‘made to measure’ lengths, this 
product is easy to customise to meet specific bunding 
requirements.


