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•	 Type: Heavy Duty, Mobile Trailer Stabiliser
•	 Lifting Capacity: 25 tonnes
•	 Static Capacity: 45.5 tonnes
•	 Retracted Height: 1060mm
•	 Extended Height: 1405mm (at full extension)
•	 Available Travel: 345mm
•	 Product Weight: 93 kilograms

•	 Neutral: Avoids gears binding when positioning 
trailer

•	 Wheels: 405mm Ø semi pneumatic wheels for 
easy mobility

•	 Top Plate: Oversized Heavy Duty Supporting 
Plate 12.5mm (T) x 140mm (W) x 670mm (L)

•	 Bottom Plate: Oversized Heavy Duty Base Plate 
400mm (W) x 525mm (L)

A RELIABLE & SIMPLE SOLUTION
TO AVOID TRAILER TIP + COLLAPSE

At Silverback, we take site safety very seriously. 

Heavy Duty 
Mobile Trailer Stabiliser

We know your greatest assets – your staff, work on your site. With this in mind, we have 
a comprehensive range of site safety items to protect both staff and equipment. If your 
workplace has semi-trailers coming in and out, and trailers are left behind to be unloaded, 
then you’re aware that unsupported trailers can pose a major hazard at your dock, or within 
your yard. By using a trailer stabiliser under the front frame of your trailer, it reduces trailer 
tip and landing gear collapse, which means accidents are prevented from happening during 
loading and unloading, where the prime mover has been removed.

The mobile trailer stabiliser also reduces landing gear sinking into asphalt or gravel 
driveways. These trailer stabilisers are designed with large semi-pneumatic easy roll 
wheels, and a bicycle style handle for easy maneuvering. The two speed gearbox makes 
positioning quick and easy. The transport and logistics industry is relentless, requiring 
safety that does not slow down the operation. The heavy duty mobile trailer stabiliser has 
been keeping logistics and transport yards safe for many years. It’s the reliable and simple 
solution for your workplace to avoid trailer tip and collapse while loading and unloading 
goods.

Scan for more info

P/N: 29259

WARNING
• Maximum Static Capacity: 45 360kg
• Maximum Lifting Capacity: 22 680kg
• Follow OSHA regulations 29 CFR 1910.178.
• Do not use if any damage is observed on trailer stabiliser.
• Remove load from trailer stabiliser before performing 

maintenance.
• Only use on level compacted ground surfaces.
• Only use Tri Tech Hydraulic Oil - ISO 15, when needed.
• 2 Trailer stabilisers are recommended to support cargo trailers.

Instructions:
1. Apply brakes to trailer, set landing gear and wedge the wheel 

chocks in front and back of rear wheels to prevent rolling.

2. Disconnect truck head from the cargo trailer and place trailer 
stabiliser(s) under nose-end of cargo trailer with it’s base firmly 
set on a level surface.

3. Adjust trailer stabiliser(s) by turning the stabiliser handle(s) to lift 
top plate until it is firmly set under the frame of the cargo trailer.

4. Before connecting the truck head, turn the trailer stabiliser 
handle(s) to lower top plate and remove the trailer stabiliser(s).

Disclaimer:
Although every effort is made to ensure accuracy, currency and completeness of the 
information supplied, Silverback does not guarantee, warrant, represent or undertake that 
the information is correct, accurate or current. Silverback is not liable for any loss, claim, 
cost or expense of any kind arising in any way whatsoever from the information contained 
in this label.
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